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ABSTRACT
Debuncher cavity for HIMAC beam transport line has been manufactured and the RF 

characteristics  of  the cavity has been tested at SHI factory.  The measured Q value 
was 21600, 76% of the estimated perfect cupper value. RF power of 28 kW was 
successfully fed to the cavity and 45% higher f i e l d  than the designed value was 
achieved. RF amplitude and phase in the cavity were control led within 0.1% and 1。 

over 800/x s of 1 .2ms RF pulse, respectively.  This paper describes an outline of the 
debuncher design and RF characteristics.

H I M A C デバンチャの高周波特性

1 . はじめに
H I M A C 入射器のア ル バ レ ライナックからシ ン ク ロ ト ロ ン へ の ビーム輸送ラインには、ビ 

ー ム の エ ネ ル ギ ー 幅を減少させ入射効率を向上させるためにデ バ ン チャが配置されて い る 。 図 
1 に ラ イ ナ ッ ク か ら デ バ ン チ ャ に い た る ビーム輸 送 ライン の 構成図を示す。ライナ ッ ク か ら 出  

射される核子当たり6 M e V •質量電荷比1 / 7 のビームは、荷電変換装置と2 式の 3 連四極 
磁石を経て、1 0 ，5 m後方のデ バ ン チャギャップに到達する。 P A R M  I L A に よ っ て 計算 
した質量電荷比1 ， 4 の粒子のギャップ通過前後の位相ダイヤグラムを図 2 に 示 す ^ ギャップ 
直前で1 3  0 ° の位相幅に広がったビームは、ギャップ間での高周波電 場 を 受 け て エ ネ ル ギ ー  

幅 が 6 0 0 k e V か ら 1 5 0 k e V ( A p / p  =  CK 3 % ) に 減 少 す る ことが分 か る 。

アルバレライナック

図 1 。ア ル バ レ ラ イ ナ ッ ク 出 口 か ら デ バ ン チ ヤ の 構 成 図
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図 2 .  P A R M  I L A に よ る シ ミ ュ レ イ シ ヨ ン 結 果

2 . デ バ ン チ ャ の 基 本 設 計  

こ の デ バ ン チ ャ に は リ エ ン ト ラ ン ト 型 キ ャ ビ テ ィ が 採 用 さ れ て お り 、図 3 に 示 す S U P  E R 

F I S H の 電 場 解 析 結 果 に 基 ず き 主 要 寸 法 と 高 周 波 パ ラ メ 一 夕 を 決 定 し た V そ の 結 果 を 表 1 に 

示 す 。ア ル バ レ ラ イ ナ ッ ク か ら 出 射 さ れ る 核 子 当 た り 6 M e V の ビ ー ム の 質 量 電 荷 比 が 荷 電 変  

換 装 置 を 通 過 し て 1 / 4 と な る 場 合 、約 1 5 k W の 高 周 波 電 力 を 導 入 し デ バ ン チ ャ ギ ャ ッ プ に  

2 8 0 k V の 高 周 波 電 圧 を 印 加 す る 必 要 が あ る 。

表 1 • デ バ ン チ ヤ の 主 要 パ ラ メ 一 夕

キ ャ ビ テ ィ 柽 9 0 0 m  m

キ ャ ビ テ ィ 長 7 0 0 m  m

ド リ フ ト チ ユ 一 ' ブ径 2 0 0 m  m

ギ ャ ッ プ 長 4 0 m  m

共振周波数 1 0 0 M H  2

T T  F 0 . 9 0 6

無負荷Q 値 2 8  0 0 0

ギャ ッ プ 間 電 圧 * 2 8 0 k V

最大表面電場* 8 . 8 2 M V  /

所 要 R F 罐力* ( 7 0 % Q 値 诗 ） 1 5 k W

黧i 電 荷 比 1 /  4 のビームに対応する値

3 . デ バ ン チ ヤ の 高 周 波 特 性 試 験 電 場 解 析 結 果

高 周 波 特 性 試 験 で は チ ュ ー ナ の 突 出 容 積 を 変 化 さ せ 共 振 周 波 数 を 1 0  0 .  0 0 MH z に 調 整  

し た 後 、キ ヤ ビ テ ィ に 高 周 波 源 を 接 続 し 、高 周 波 電 力 導 入 試 験 と 位 相 • 振 幅 調 整 器 の 動 作 試 験  

を 行 っ た 。図 4 に 主 要 構 成 機 器 の ブ ロ ッ ク 図 を 示 す 。 1 0  0 M H z 発 振 器 か ら の 出 力 は 、位相 

•振 幅 調 整 器 を へ て ト ラ ン ジ ス タ ア ン プ • 真 空 管 ア ン プ に よ っ て 最 大 3 0 k W に 増 幅 さ れ 、 7 
7 D 導 波 管 か ら ル ー プ 力 ブ ラ を 介 し て キ ヤ ビ テ ィ に 導 入 さ れ る ダ キ ヤ ビ テ ィ の 高 周 波 位 相 • 振 

幅 は 、ル ー プ モ ニ タ か ら の 高 周 波 出 力 と 高 周 波 制 御 装 置 か ら 与 え ら れ る 設 定 値 と を 位 相 * 振 幅  

調 整 器 に よ り 比 較 し 、フ ィ ー ド バ ッ ク 制 御 さ れ る 。 こ れ ら の 高 周 波 源 は 、. パ ル ス 幅 1 . 2 m s  
• 繰 り 返 し 3 H z で パ ル ス 運 転 さ れ る 。

共 振 周 波 数 調 整 時 に 得 ら れ た キ ヤ ビ テ ィ の 無 負 荷 Q 値 は 2 1 6  0 0 で あ り 、 こ れ は 理 論 値 の



7 6 % で あ っ た ◊
高 周 波 電 力 導 入 試 験 で は 、 当 初 ル ー プ モ ニ タ 出 力 に ル ー プ 力 ア ラ で の マ ル チ パ ク タ リ ン グ 放  

電 が 原 因 と 思 わ れ る 歪 が み ら れ た が （図 5 参 照 ） 、試 験 を 続 け る に つ れ て 徐 々 に こ の 歪 は み ら  

れ な く な り 、最 終 的 に 2 8 k W 導 入 時 ギ ャ ッ プ 間 に 約 4  0 0 k V の 電 圧 （設 計 値 の 4  5 % 増 ） 

が 印 加 さ れ た 。 こ の 時 の ル ー プ モ ニ タ 出 力 を 図 6 に 示 す 。

位 相 •振 幅 調 整 器 の 動 作 試 験 の 目 的 は 、質 量 電 荷 比 1 / 2 か ら 1 / 4 の ビ ー ム に 対 応 す る ギ  

ャ ッ プ 間 電 圧 （1 4  0 〜 2 8 0 k V ) の 範 囲 で 、キ ャ ビ テ ィ の 高 周 波 位 相 • 振 幅 を 各 々 1 d e 
g • 1 0 - 3以 内 の 平 坦 度 で 2 0 0 パ s に わ た っ て 制 御 す る こ と で あ る ◊ 図 7 に 示 し た 試 験 結 果  

で は 、約 8  0  0  m s に わ た っ て こ の 平 坦 度 が 得 ら れ て お り 、充 分 な 性 能 が 確 認 さ れ た 。

図 4 . 主 要 構 成 機 器 ブ ロ ッ ク 図  図 5 _ マ ル チ パ ク 夕 リ ン グ 放 電 時 の

ル ー プ モ ニ タ 出 力

ル ー プ モ ニ タ 出力  図 7 • 位 相 . 振 幅 調 整 器 動 作 時 の

4 • お わ り に  ルーブモニタ出力
H I M A C 入 射 器 の ビーム輸 送 ラ イ ン に 使 用 さ れ るデ バ ン チ ヤ の 高 周 波 特 性 試 験 と し て 、共 

振 周 波 数 調 整 、高 周 波 電 力 導 入 試 験 、及 び 位 相 •振 幅 調 整 器 の 動 作 試 験 が 行 わ れ た 。い ず れ の  

試 験 で も 良 好 な 結 果 が 得 ら れ 、充 分 な 性 能 が 確 認 さ れ た 。


